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REV. DATE ECN NO. MODIFICATION APPROVER
A |2013/01/18 / NEW Vicky
SPECIFICATIONS:
Current Rating: 1Amp
Insulator Resistance: 1000Megohms min
Dielectric withstanding: AC 500V
Operating Temperature: -40°~+85°
Max Processing Temp: 260°for 5~10 seconds
Contact Material:  Brass
Insulator Material:  PA6T UL 94V-0
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2xpin 2x26pin 33.02 | 3175
p 2x2pin 254 127 2x27pin 3629 | 33.02
= 2x3pin 3.81 254 2x28pin 3556 | 34.29
2xkpin 5.08 381 2x29pin 36.83 | 35.56
2x5pin 6.35 5.08 2x30pin 38.1 36.83
O 2x6pin 7.62 635 2x31pin 39.37 | 381
- 2xTpin 8.89 762 2x32pin 40.64 | 39.37
— 2x8pin 1016 | 8.89 2x33pin 1191 | 4064
2x9pin 143 [ 1016 2x3hpin 4318 | 4191
2x10pin 121 143 2x35pin 4445 | 4318
o 2x1ipin 1397 [ 127 2x36pin 4572 | b4AS
— 2x12pin 1524 [ 13.97 2x37Tpin 46.99 | 45.72
2x13pin 1651 | 15.24 2x38pin 48.26 | 46.99
O 2x1Lpin 17.78 16.51 2x39pin 4953 4L8.26
A 2xT5pin 19.05 [ 17.78 2x40pin 50.8 4953
<t 2x16pin 2032 [ 19.05 2x41pin 52.07 | 508
2x1Tpin 2159 | 2032 2x42pin 5334 | 52.07
o G G o o o - o ZeBpin | 2286 | 2159 2k3pin__ | 5461 | 5334
2x19pin 2413 | 2286 2x4hpin 55.88 | 54.61
2x20pin 25.4 2413 2x45pin 5715 | 55.88
2x27pin 2667 | 254 2x46pin 58.42 | 51.05
2x22pin 2794 | 26.67 2x4Tpin 59.69 | 58.42
2x23pin 2921 [27.94 2x4L8pin 60.96 | 59.69
| | \_ . M .N 2x2bpin 3048 | 2921 2x49pin 6223 | 60.96
2x25pin 3175 [ 3048 2x50pin 635 62.23
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SO 1] 23 MATL | PART NO: TITLE: PH1.27%1.0%1.0 2*XP DIP 180°
O Q O Q Q O : PH1 27**kD— 1 1 **x* L=15.6/4.0/4.0 H=7.6 X
— X. XXX 40.05(0.15| APPD DWG NO
FINISH : Vick .
2 _U m w _l > < O C |_| X. XX |%0.15=0.13(+0.25| v\ ATOM—AQ0655
<~ e ' X.X +0.20 | £0.25/+0.50| OI—A_Uu Emili
Q'TY milid —1 | SCALE | SHEET REV
X. +0.38/41.00) DR: - =
ANGLE [£0.5° ’ Doris 1:1 1 \ 1 A
2 3 S 6 7 _ 8




