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REV. DATE ECN NO. MODIFICATION APPROVER
A |2015/07/07 / NEW Vicky
+
i;gig P SPECIFICATIONS
1.85 — Current rating: 1A AC, DC
0.22 i | 1.250 — 0.20£0.05 Voltage rating: 50V AC,DC
5 S L I I ol Temperature range: -25°C ~ +85°C
Insulation resistance: 100MQ Min.
g Withstanding voltage: 500V AC/ minute.
D ( W D ~ Contact resistance:30m () Max.
1] [ Material:
Insulator: PA6T UL94V-0
020 Contact: Copper al loy
Finish:Tin Plated
PIN NO: A B C
ol 02 1.25 5.75 2.20
= 2o 03 250 | 7.00 | 3.30
N = 04 | 3.75 | 8.25 | 4.55
0000001 | 05 5.00 | 9.50 | 4.55
06 6.2b 10.75 6.55
07 7.50 | 12.00 | 6.55
56 s | as 08 8./5 15.25 6.55
T =] 09 | 10.00| 1450 | 6.55
%%@@%@% 10 11.25]15.75 | 8.55
o 11 12.5017.00 8.55
~+ -
Sl el 97 12 | 13.75/18.25| 8.55
M| NAME: VYT AR A R A )
o 4 :EEFEE(:_Ai/TOLERANCE UNITS mm WF nTm® ;?-I(ENZI-IIEJN%TOM TECHNOLOGY Cé,LTD‘
1.00 MAT'L ) . -
- $4_ 22(_3 ﬂ:w *:m:ﬁ PART W'F125**— Qpwer | THE Wafer?.25mm XP bt i
XXX |+0.20 10.1:510.2.5I FINISH APPD: Vicky DWG NO. ATOM—A03250
Recommended P.C.Board Layout XX [#0.30[x0.25]s0.50( CHKD: Doris
" — QT @ _——1 | SCALE | SHEET | REV
ANGLE | +t° DR: Cmy — 1:1 1/1 A
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